	                            HILL AFB Overhead Crane & Hoist

                                   Pre-Operational/Daily Checklist

	    Instructions.  Inspect sling using this checklist.   Sign off AFTO Form 244 only if all 

                  Checklist items are found satisfactory.  Any unsatisfactory items should be reported to

    The supervisor.

	                       CONDITION  S=Satisfactory, U= Unsatisfactory, NA=Not Applicable          S     U   NA

	                            HOIST
	Upper limit switch     (slowly inch up to limit switch)
	
	
	

	
	Lower limit switch  
	
	
	

	
	Raise      (check all speeds for smooth full operation)
	
	
	

	
	Lower     (check all speeds for smooth full operation)
	
	
	

	
	Pendant controls     (check all buttons for operation, no broken controls)
	
	
	

	
	Electrical Cable/Suspension cable     (check cable not cut or worn, exposed wires, 

                                                                                Pendant Strain relief from suspension cable)
	
	
	

	
	Capacity Markings     (check hoist for capacity markings)
	
	
	

	
	Brake system     (check brakes for hold, no drift)
	
	
	

	
	Load  chain     (check for wear, twist, breaks, cracks) 
	
	
	

	
	Wire rope     (check for wear, twist distortions, broken wires, improper dead ending)
	
	
	

	
	Hook and Latch   (check for deformation, cracks, chemical damage, safety latch functions)
	
	
	

	
	Air system leakage   (check for air leaks, loss of pressure)
	
	
	

	
	Hydraulic system leaks  (check for leaks in lines, pumps, valves and tanks)
	
	
	

	      TROLLEY

       BRIDGE
	Trolley left     (check all speeds for smooth full operation)
	
	
	

	
	Trolley right   (check all speeds  check for smooth full operation)
	
	
	

	
	Trolley brakes      (check brakes for hold, no drift)
	
	
	

	
	Bridge forward    (check all speeds for smooth full operation)
	
	
	

	
	Bridge reverse     (check all speeds for smooth full operation) 
	
	
	

	
	Bridge brakes      (check brakes for hold, no drift)
	
	
	

	       
	                              Pre-Operational/Daily Sling Checklist

	
	Instructions.  Inspect sling using this checklist.   Sign off AFTO Form 244 only if all 

Checklist items are found satisfactory.  Any unsatisfactory items should be reported to

The supervisor.

	
	CONDITION S= Satisfactory, U= Unsatisfactory, NA= Not Applicable                     
	      
	NA

	
	
	S      U
	

	  Sling 

Markings
	Slings must be marked with manufacturer and the load capacity of the sling.
	
	
	

	
	
	
	
	

	        SLING

     DEFECTS
	Alloy slings     (check for cracked, deformed or excessively worn links)
	
	
	

	
	Wire rope slings     (check for 10 or more random broken wires, 5 broken one lay, 

                                        Scraping 1/3 dia. outside wires, kinking, crushing bird caging, heat damage.)
	
	
	

	
	Metal Mesh Slings     (check for broken weld, heavy abrasion, broken wire, cracked

                                                 End fitting)
	
	
	

	
	Synthetic webbing slings       (check for chemical damage, burns, melting, charring, snags

                                                             Punctures, tears cuts, worn stitches)
	
	
	











