VEHICLE MAINTENANCE SHOPS - AFOSH STD 91-20

This is not an all inclusive checklist. It simply highlights some critical items in the standard.  Other requirements exist in this standard that are not included in the checklist.
GENERAL REQUIREMENTS
1.  Are doors, passageways, or stairs which could be mistaken as an exit or a way to exit clearly marked "NOT AN EXIT" or by a sign indicating actual use, such as "storage room" or "basement"?  (Reference paragraph 1.2.1.)

2.  Are areas around exit doors and passageways free of obstruction?  (Refer​ence paragraph 1.2.1.)

3.  Are locks or fastening devices, which would slow or prevent escape from inside the building, prohibited?  (Reference paragraph 1.2.1.)

4.  Is clear, unrestricted access maintained to on-off power control switches and station?  (Reference paragraph 1.2.2.)

5.  Are refueling vehicles and (or) equipment grounded when in the refueler maintenance facility or when undergoing maintenance?  (Reference paragraph 1.2.4.)

6.  Where compressed air is used for cleaning, is the discharge end of the air line restricted to less than 30 psi?  (Reference paragraph 1.2.5.)

7.  Are tools not in use kept in suitable metal or fabric containers?  (Reference paragraph 1.2.6.)

8.  Are vehicle maintenance operations, such as painting, welding, battery work, and wheel and tire maintenance operations performed in separate parts of the facility to prevent operations of one kind from being hazardous to anoth​er?  (Reference paragraph 1.2.7.)

9.  Is the use of any flammable liquid for cleaning shop floors prohibited?  (Reference paragraph 1.2.7.)

10.  Are signs posted where smoking is prohibited in the shops?  (Reference paragraph 1.2.7.)

11.  Are workers prohibited from leaving electrical cords and air hoses on the shop floor when not in use?  (Reference paragraph 1.2.7.)

12.  Are shop entrances and exits clearly marked and posted with appropriate traffic control signs to prevent mishaps at these locations?  (Reference paragraph 1.2.7.)

13.  Are workers prohibited from storing fuel-contaminated clothing in lockers or other confined areas?  (Reference paragraph 1.2.7.)

14.  Are workers prohibited from using fire protective equipment when removing oil or hydraulic fluid spills?  (Reference paragraph 1.2.8.)

15.  Are procedures in effect to ensure proper containment measures are avail​able to prevent environment pollution in the event of a spill?  (Reference paragraph 1.2.8.)


16.  Is the storage, use, and handling of flammable and combustible liquids accomplished in accordance with AFOSH Standard 91-43 and local fire depart​ment requirements?  (Reference paragraph 1.2.9.)

17.  Is the use of flame-producing equipment prohibited in refueler main​tenance shops?  (Reference paragraph 1.2.10.)

18.  Are efforts made by the supervisor to obtain and use non-flammable sol​vent when practical?  (Reference paragraph 1.2.10.)

19.  Does the supervisor ensure personnel are trained annually on the loca​tion, selection, and use of fire extinguishers, electrical power disconnecting locations, alarm systems, evacuations procedures, and installed fire protec​tion systems?  (Reference paragraph 1.2.10.)

20.  Where required, is at least 50 foot candles of illumination maintained at each work position?  (Reference paragraph 1.2.11.)

21.  Is the consumption of foods or drinks prohibited in shop areas?  (Refer​ence paragraph 1.2.12.)

22.  Are vented lockers and an emergency eyewash provided for workers who may be contaminated with solvents, fuels, or toxic material?  (Reference paragraph 1.2.12.)

23.  Are workers trained and do they practice proper manual lifting and carry​ing techniques in their job to avoid injuries?  (Reference paragraph 1.2.13.)

24.  Is proper personal protective equipment (PPE) for all jobs or tasks identified, available, and worn by workers?  (Reference paragraph 1.2.15.)

BATTERY MAINTENANCE
25.  Are workers prohibited from wearing metal rings, watches, bracelets, or other jewelry when they are engaged in battery maintenance? Do they secure metal eyeglasses by a band or cord?  (Reference para​graph 2.2.4.)

26.  Are all ignition sources prohibited in the vicinity of batteries to prevent ignition of explosive gases produced by batteries?  (Reference para​graph 2.2.5.)

27.  Are safe battery jump starting procedures used?  (Reference paragraph 2.2.7.)

28.  Are battery charges always turned off before a battery is connected or disconnected?  (Reference paragraph 2.2.7.)

29.  Are carboy tilters or siphons provided and used for handling battery electrolyte?  (Reference paragraph 2.2.7.)

30.  Is acid always poured INTO water when servicing batteries to prevent reaction and splattering?  (Reference paragraph 2.2.7.)


AIR COMPRESSORS:

31.  Is the practice of using compressed air to clean clothing or the body prohibited?  (Reference paragraph 5.3.3.)

COMPRESSED GAS CYLINDERS:

32.  Are all compressed gas cylinders marked, stored, and handled according to instructions in chapter 6 of this standard?  (Reference paragraph 6.1. and 6.2.)

LIFTING DEVICES:

33.  Do operators using hydraulic vehicle lifts ensure vehicle doors, hood, and trunk are closed, no one is inside the vehicle, and all people and obstructions are clear of the vehicle prior to lifting it?  (Reference para​graph 7.3.1.)

34.  Are workers prohibited from working under vehicles supported on hydraulic floor jacks, or mechanical jacks?  Do workers block wheels and place axle or frame stands on both sides to support the vehicle before repair operations are begun?  (Reference paragraph 7.3.3.)

TIRE AND WHEEL MAINTENANCE:

35.  Are all tire and wheel maintenance workers qualified?  (Reference para​graph 8.1.)

36.  Does the tire and wheel maintenance supervisor ensure the use of re​straining devices for servicing multi-piece rim wheels?  (Reference paragraph 8.2.)

37.  Are current OSHA tire charts, rim manuals, and applicable TOs available to ensure extensive damage to equipment and serious or fatal injuries to personnel are prevented?  (Reference paragraphs 8.2.6., 8.2.7., and 8.2.8.)

38.  Are tires on multi-piece rim wheels completely deflated by removing the valve core before the rim wheel is removed from the axle?  (Reference para​graph 8.4.1.)

39.  When reinflation of tires installed on multi-piece rims is approved for tires already mounted on the vehicle, are safeguards used to encase the wheel (chains, remote control inflation equipment, etc.)?  (Reference paragraph 8.4.3.)

40.  Are air hoses for inflating tires long enough to allow the employee to stay outside the trajectory (see attachment 4 and 6)?  (Reference paragraph 8.5.8.)

41.  Is the loosening of lug nuts on duals prohibited until all air is ex​hausted from both tires?  (Reference paragraph 8.6.5.)


MAINTENANCE OPERATIONS:

42.  Do vehicle operators and mechanics sound vehicle horns before backing, intermittently during backing (unless vehicle is equipped with backup alarms), and prior to entering or leaving the main​tenance shop?  (Reference paragraph 9.1.2.)

43.  Do vehicle operators and mechanics ensure rolldown or slide sliding doors are completely opened before a vehicle enters or exits the maintenance shop?  (Reference paragraph 9.1.2.)

44.  Do workers remove all items of jewelry before working on or around shop equipment or vehicles?  (Reference paragraph 9.1.4.)

45.  Are all new or used gas tanks, oil barrels, or drums purged and inerted before any welding or cutting is attempted?  (Reference paragraph 9.2.2.)

46.  Are hot pressurized radiators allowed to cool before they are opened?  (Reference paragraph 9.2.5.)

47.  Are vehicles with leaking fuel tanks immediately removed from the main​tenance shop?  (Reference paragraph 9.2.6.)

48.  Are open flame and spark-producing devices kept at least 25 feet from the  refueling maintenance shop?  (Reference paragraph 9.2.7.)

49.  Are refueling vehicle tank pumping systems, filter separator, and the tank cleaned out and purged prior to performing major maintenance on the main tank?  (Reference paragraph 9.2.7.)

50.  Is maintenance of fuel servicing vehicles prohibited in maintenance shops with other vehicular equipment?  (Reference paragraph 9.2.8.)

51.  Are vehicle maintenance repair pits guarded?  (Reference paragraph 9.2.9.)
